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Introduction
It is highly recommend that the installer reads all instructions prior to beginning the 

installation.  If you have any questions of concerns please send a message to 
budbuiltinfo@gmail.com or call the shop at (828) 572-1202.  Due to limited administrative 
employees, email is the best way to get a hold of us.

�   �   �

Parts List

2x BudBuilt 3rd Generation Tacoma Sliders

6x 3"x5" steel plates with 5/8" hole in the center

2x long plates with 2x 5/8” Stover lock nuts welded to each (the “meat cleaver”)


5x 5/8”x2.5" hex head bolts

5x 5/8”x2" hex head bolt

12x 5/8” flat washers

4x SAE ZINC washers

6x 5/8” locking washers

6x 5/8” nuts


5x M8x1.25x25 hex head bolts

5x M8 flat washers

2x M8 “Slider” washers (thick washers)

2x M8 extra long nuts

2x M8 nuts


5x M10x1.25x35 hex head bolts

1x M10x1.25x30 hex head bolt

12x M10 flat washers

6x M10 lock Nuts 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Installation
1. Begin by cleaning the frame rail of any 
excess mud, clay, or dirt.

2. Removed frame access hole stickers 
and plastic shrouds located by the 
transmission crossmember.  Also, unseat 
wiring harness clips that are also located 
in the same area.
*driver side frame rail shown, duplicate 
on passenger side frame rail

3. On driver side frame rail, to the right 
of where frame access stickers were 
removed, unbolt wiring harness fastener.
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4. On inside of driver side 
frame rail, toward the 
front where the frame 
transitions from fully 
boxed, to C-channel.  
Unbolt brake line brake 
line mounting bracket 
fastener.

5. On inside of driver side frame rail, 
locate frame mounted computer.  
Unplug electrical connectors and 
unbolt fasteners that are located on the 
outside of the frame rail.

6. On inside of driver side frame rail, 
located by the fuel cell.  Remove plastic 
retaining clip that secured brake lines 
into frame rail.

*tip: wait until sliders are fully fastened 
in place before securing brake lines as 
shown in the pictures.
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Driver Side mounting orientation. Pictured below is how the brackets will be oriented when 
mounting onto the driver side frame rail.  (note: slider gussets not present for installation 
instruction only, sliders will ship with all guests welded)

The following description describes not only the hardware by location, but also the order of the 
hardware arranged from the outside of the frame, to the center of the Tacoma.

A & B: 5/8”x2” hex bolt, SAE ZINC washer, slider, frame, “meat cleaver” inner frame plate
C: 5/8”x2” hex bolt, 5/8” flat washer, slider, frame, 3”x5” inner frame plate orientated 

vertically, 5/8” flat washer, 5/8” lock washer, 5/8” nut
D: 5/8” nut, 5/8” lock washer, 5/8” flat washer, slider, frame, 3”x5” inner frame plate 

orientated vertically, 5/8” flat washer, 5/8”x2.5” hex bolt (*picture inaccurate, feed bolt 
from inside of frame, NOT from outside.  Clearance required for brake lines)

E: 5/8”x2.5” hex bolt, 5/8” flat washer, slider, frame, 3”x5” inner frame plate orientated 
horizontally, 5/8” flat washer, 5/8” lock washer, 5/8” nut

1: M8x1.25x25 hex bolt, M8 flat washer, factory wiring harness bracket, slider, frame captive 
nut

2 & 5: M10x1.25x35 hex bolt, M10 flat washer, slider, frame, M10 flat washer, M10 lock 
washer, M10 nut

3 & 4: M8X1.25X25 hex bolt, M8 flat washer, M8 “slider”/thick washer, slider, frame, M8 
extra long nut, M8 nut (blue), factory harness bracket studs

6: M10x1.25x30 hex bolt, M10 flat washer, slider, frame, M10 flat washer, M10 lock washer, 
M10 nut
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7a. Using a floor jack, place the slider up against the Tacoma’s driver side frame rail.  Line up 
the frame plate hole used to fit bolt “A” with the hole that the sticker was peeled from.  
Ensure that the wiring harness is not pinched between the slider frame plate and the 
Tacoma’s frame.  The wiring harness plastic retaining clip will fit into a machined hole at the 
top of the slider’s frame plate.

7b. Secure in place with “C” bolt and bracket, but keep a small amount a play to help with 
fine adjustments to fit the remaining fasteners.

8. Place large front plate into 
the Tacoma’s fully boxed 
frame area toward the front.  
Pre-welded nuts are placed 
toward the front.  Fasten 
with A and B 5/8” bolts and 
washers.
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9. Fit the rear most fasteners with 
inner frame plates.  Pay attention to 
bolt D as the bolt head must be on 
the inside of the Tacoma’s frame rail 
with its inner frame plate oriented 
vertically.  Also, remember to 
position the rear most inner frame 
plate (E) horizontally.

10. Now that all five (5) 5/8” fasteners are threaded with inner frame plates.  Place bolts 1 
through 6 in their respective locations according to the orientation diagram on page 5. Once 
all fasteners area placed, tightening up bolts A through E, then bolts 1 through 6.

11. Secure brake lines.  As you’ve noticed through the installation pictures.  We use 
automotive rubber vacuum line to protect the factory brake lines.  Simply cut the vacuum 
lines long ways to fit around the brake lines and secure with small zip ties.  When securing 
multiple brake lines together, with vacuum line already on each individual brake line, secure 
with additional zip ties.  The use of vacuum lines and zip ties provide even more protection, 
security, and vibration insulation that then factory Toyota plastic retainers.  Position 5/8” 
bolts and nuts to allow protected brake line even 
further stability, see 7b for an example.  Notice how the 
plate edge of the nut is parallel to the brake lines.
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12. Tighten all fasteners, connect frame mounted computer wiring harness, and brake inner 
brake line mounting bracket.  Driver side slider is now complete.

13. On the passenger side, unbolt the wiring harness 
junction.  This will provide room to place slider onto 
the Tacoma’s frame rail.

Passenger Side mounting bracket orientation. Pictured below is how the brackets will be 
oriented when mounting onto the driver side frame rail.  
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On the passenger side, all 5/8” bolts are the same length.  All bolts are fed from the outside.  
Fastener arrangement:  Bolt head - washer - slider frame plate - Tacoma’s frame - BudBuilt 
inner frame plate - washer - lock washer - nut

14a. Using the same installation method as the driver side, repeat the steps with the exception 
of maneuvering around factory brake lines.  See 14b before fully tightening fasters.

14b. Reinstall frame mounted factory wiring harness junction and shroud around slider leg.  

15. I know, passenger side is much easier.  Installation complete.  Your Tacoma is now ready 
to take serious trail abuse, year after year.  BudBuilt for you. Build for life.
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